AMP 


COLOUR 
KILLER SW 


YIC_ | suB Y 


Q3003 


TWs3030 


Tws3001 


I 


AW 


QR3007 


= 


CLAMP 


°WIFANI 


< 


ry 


BPF BPF 
(FAMI)3.58M 3.58M/ 
(PAL-PB)2.2M 443M 
(NTSC-PB) 

1.79M 


O 
v/ EE 


é é . cE) Ow 
Y BURST 
w FAML EE FAMIV UP/DOWN 
> ol|o ° 
630KHz 


FAMI 
& 


BM-B 
(PB)2.2/1.79M —» 4. 
(FAMI)2.2M —» 4.43 


43/3.58M 
M 


BM-A 


NTSC. 


ALTERNATION 


(REC)4.43/3.58M 
(PB)630K — 2.2/1.79M 
(FAMI)3.58M —> 2.2M 


"| lIC BUS 
TRANSCEIVER 


EE 


O 
Ww 


EE 


[we ~~, 


PHASE 


ROTATION 


= 1/2 


1/4 


ry 


EE 


FAMI MODE:When setting the NTSC CONVERTER to ON on the OSD Screen Display, 


the signals from NTSC Signal Source (ex.NTSC GAME Machine)connected 
to the VCR can be appeared on the PAL TV.However when recording, 


it is not recorded correctly. 
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